PACKAGING REQUIREMENTS

Panoramic Night Vision Goggles (PNVG)

PR, MIPR, OR DOCUMENT NUMBER 3

. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate
clause(s) into Section D for applicable item(s} as indicated below.

1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further definad in Blocks 2, 3, or 4. The term “ltem D" refers o line item number, item name, NSNIMMAC, part

Minimum (M]. ASTM 03851 could be substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP} and Commercial Best Practice {CBP) are ahbreviated. The
reverse side of this farm has 1he European Union environmental requirements.

number, or any other way of identifying a particular item. MIL-STD-2073-1 represents Milidary Preservation (PRES) and Packing {PACK). Military packing consists of levels A, B, and X

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME{s)OR NSN/MMAC  All items

AFMCFARS 5352.247-8006, MARKING OF WARRANTED ITEMS,
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-8007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

Alkaline battery

COMMERCIAL SPECIAL PACKAGING
Qup MIL-8TD-2073-1 ATSM 03951 cBpP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER VA
) 1] 1A1BIM) X} L] X
PNVG 4 X B
Lithium Baitery * X B
Alkaline bastery 4 X X

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING fCommercial Best Fractice). ITEM NAME{s) OR NSN/MMAC

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.

ITEM NAME(s) OR NSN/MMac PNVG & lithium battery

2. ADDITIONAL PAGKAGING AND CONTAINER MARKING REQUIREMENTS /Specify af revisions and dates of roguired specifications, standards, and data item dascriptions (DiDs)f

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME{s) OR NSN/MMAC

Block 1: PNVG shall be placed inside a carrying case. Four PNVGs with carrying case shall be

Blk 3:AFMC FARS 5352.247-9009,apply MIL-STD-2073-1D, 15 Dec 99 & MIL-STD-129N, 15May97.

shipped in a reusable container for conus & overseas shipments per System Requirements Document, X

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDQUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

Lithium Battery

Mark PNVG's containers "Handle with Care" or "Fragile”. MIL-STD-130K dtd 15 Jan 2000 applies for

item marking. MIL-Hdbk-263B dtd 31 July 94 & MIL-STD-1686C dtd 25 Oct 95 apply for ESD items.
The reverse side of this form applies for European Union environmental requirements. Thus all lumber &

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s} OR NSN/MMAC

packaging/container(s), wooden pallet(s), and hardwood species shall be, prepared as if they will be shipped
to European Union.
* Quantity Unit Per Pack (QUP) of lithium batteries is determined per CFR 49.

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). ITEM NAME(s) OR NSN/MMAC

4. COOED DATA: Coded requirements shail be interprated in accordance with MIL-STD-2073-1.

AFMC FORM 158, 20020102 (EF-V1) PREVIOUS EDITION IS DBSOLETE

QUANTITY PRES | C | PRES | WRAP | cusH | c ! uwiT INT M SPEC UNIT PACK WEIGHT UNIT PACK SIZE UNIT PACK CUBE W
oup ica METH | D [ MTL | MTL | DUNN | T! CONT | CONT | ' | MKG 10| UENGTH | 5| WIOTH i DEPTH |,g| WHOLE CUBE 1000TH | |
ITEM o : T T T T : T —T—
ORGANIZATION PACKAGING SPECIALIST NamelSignature] DATE
ASC/SYPL Doris Heidenreich Do E& YT DY, X 20020628

SEE REVERSE SIDE




THE FOLLOWING STATEMENTS ARE IN COMPLIANCE WITH THE EUROPEAN UNION /£4/ REQUIREMENTS LEVIED ON THE UNITED STATES, CANADA, CHINA, AND JAPAN CONCERNING ENVIRONMENTAL INFESTATION. THESE REQUIREMENTS
ARE SPECIFICALLY CONCERNED WITH THE PINEWOODD NEMATODE. THE STATEMENTS BELOW CITE THE REQUIREMENTS IN DETAIL AND COVER LUMBER USED TD BUILD CONTAINERS, EXISTING CONTAINERS, AND PALLETS USED FOR
DELIVERIES RESULTING IN SHIPMENTS TO THE EU /IRECT, THROUGH AIR LOGISTICS CENTERS [ALLs) GR THROUGH OTHER BASES).

LUMBER AND PACKAGING/CONTAINER STATEMENT:
"ALL WOODEN LUMBER AND WOOD CONTAINERS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED {HT) MATERIAL (4T T 56 DEGRFES CENTIGRADE OR 133

DEGREES FAHRENHEIT FOR 30 MINUTES]. CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN
ACCORDANCE WITH NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DRCUMENTS CAN BE FOUND AT wiww.aphis.usda.qov.

WOODEN PALLET STATEMENT:

"ALL WOODEN PALLETS PRODUGED ENTIRELY DR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (HT 70 56 DEGREES CENTIGRADE OR 133 DEGREES FAHRENHEIT FOR
30 MINUTES). CERTIFICATION iS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE {ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN ACCORDANCE WITH
NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS EAN BE FOUND AT www.aphis.usda.gav.

HARDWODD SPECIES STATEMENT

“ALL WOOUEN PALLETS PRODUCED ENTIRELY OF NON-MANUFACTURED HARDWOOD SPECIES SHALL BE IDENTIFIED BY A PERMANENT MARKING OF *NC" (NON-CONIFERQUS), 1.25 INCHES OR GREATER IN HEIGHT, ACCOMPANIED BY THE
CAGE CODE OF THE CONTRACTED MANUFACTURER AND THE MONTH AND YEAR OF THE CONTRACT. QN PALLETS, THE MARKING SHALL BE APPLIED TO THE STRINGER OR BLOCK ON OPPOSITE SIDES AND ENDS OF THE PALLET AND BE
CONTRASTING AND CLEARLY VISIBLE."

AFMC FORM 158, 20020102 {Reverse}




